SPECIFICIATIONS

MODELS VLT-550 VLT-750

Description
Chuck Diameter 2 15"
Max. Swing Over Bed _ ¢$650 mm(25.6") _ $»800 mm(31.5") .
Max. Turing Diameter _ $550 mm(21.7") _ $750 mm(29.5") PreC|Se
Max. Turning Height $550 mm(21.7") _ ®650 mm(25.6")

Maximum Workpiece Weight . 500kg 1000kg

Travel
X - Axis Travel _ +300/-30mm(+11.8"/-1.2") +400/-30mm(+15.7"/-1.2")
Z - Axis Travel 580mm(22.8") 700mm(27.6")

Spindle

High-Quality
Processing

Spindle Speed : 50-2000 rpm : 50-2000 rpm
Spindle Nose _ A2-8 _ A2-11 E Co M ,
Spindle Bearing Diameter $130mm (5.1") $160mm (6.3")
YOU CAN RELY ON
Turret | Horizontal Horizontal
Number of Tool . 8 _ 8
Cutter Size 132, ¢50 132,50
X Axis Rapid Feed Rate 12m/min 12m/min
Z Axis Rapid Feed Rate 20m/min 20m/min
Controller System _ Fanuc Oi-TF Plus (10.4" LCD) Fanuc Oi-TF Plus (10.4" LCD)
Spindle Motor ~ BiP30/8000(143Nm)(15/18.5kW)  BiP30/8000(143Nm)(15/18.5kW)
X Axis Servo Motor _ Bis12/3000 (20Nm) (3kW) i Bis22/3000 (20Nm) (3kw)
Z Axis Servo Motor Bis30/2000 (27Nm) (3kw) BS = Bis40/2000 (36Nm) (3kW) BS
Coolant Pump Motor _ 750W _ 750W
Hydraulic Motor 2.2kw 2.2kw
Approximate Weight _ T000KG ; 11000KG = R
Floor Space Measurement 2000*3660*3100mm : 2250*3990*3220mm
Pneumatic Requirement = 6.5Kg/cm = 6.5Kg/cm P ; $ . 5
: - ll‘EE recise High-Quality Processin
Power Capacity _ 28 KVA 28 KVA i IE.IIJI \B ilﬁ gh-Q o 8
Power Voltage 3¢-AC220V £5% /3¢ -AC380V50Hz £10% 3¢ -AC220V £5% /3 ¢ -AC 380V 50Hz £10% V t . l
Room Temperature . 0~38°C 0~38°C ertica
Humanity = 85% = 85% ECOM TAIWAN *
% SPECIFICATIONS ARE SUBJECT TO CHANGED WITHOUT PRIOR NOTICE. TEL © +886-4-7389907 TU nin g Ce n te r
FAX : +886-4-7382139
Standard Accessories m ADD : No. 376, Sec. 3, Taihe Rd., Changhua City,

Changhua County 500, Taiwan

® Fanuc 0i-TF Plus / 10.4" LCD ® M30 Automatic Power-off ® Automatic Door System E-mail : info@ecomcnc.com _ e .
® 12" Three-Jaw Solid Hydraulic Chuck and B Automatic Lubrication System B Oil Skimmer
Rotary Cylinder (VTL-550) ® Chip Flushing Device B Air Conditioner for Electrical Cabient |
m 12" Soft-Jaw (VTL-550) B Flectric Cabinet with Heat Exchanger ~ ®Hard-Jaw ECOM CHINA V LT- 5 5 0 7 5 0 . ..
® 15" Three-Jaw Solid Hydraulic Chuck and ® CF Card Interface and CF Card ® Oil Mist Collector System TEL : +86-596-7672668 2
Rotary Cylinder (VTL-750) " MPG ® 7F Gearbox FAX :. +86-596-7_672636 ’ B
= 15" Soft-Jaw (VTL-750) " AirGun ® Hydraulic Three-Jaw Chuck with ADD : No. 87, Qiaodong Rd., Fengtian Town, Nanjing County,
m Standard Cutter Head ® Fully Closed Guard Hydraulic Cylinder 15" E-mail _zgggr%]zchnoc"é@%g’m?ﬁ IggnI:rOVInce, China
m Chuck High and Low Voltage Two-Stage Circuit ® Foundation Pads and Leveling Bolts B Coolant Intercooling System ' ' www.ecomchc.com
m Chain Type Chip Conveyor with Cart ® Toolbox with Tools m Safety Door Switch
= LED Working Lamp m System Operation and Program Manual = Heidenhain Optical Linear Scales CONTACT US : 400-888-7997(24H)

Two-Color Indicator B Mechanical Manual m Paper Bank Filter System
[ Copyright by ECOM PRECISION MACHINERY CO., LTD. All right reserved NOV 2022 VOL.36 ]
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Precise

High-Quality Processing

4,

X-axis telescopic shield

The vertical lathe design overcomes the challenges . .
of irregular workpiece clamping with capabilities | eene® -
to process multiple types of materials and shapes.

Maximum Tuming Height C

The distance from the worktable surface

tothe tool nose. D

’7Maximum Turing Diameter @B |

Column

The multi-rib design has
better rigidity with the
ability for heavy cuttings.

Z-axis telescopic shield interference diameter @E

— —

The X-axis and Z-axis track spacing
enlarged, and the stability
significantly increased.

unit: mm

MODEL | A | B | ¢ | D | E

The size of linearguideways and
ballscrews are enlarged to increase
the mechanical rigidity and

E-Type Turret
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Spindle Output Diagrams
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Machine Dimensions

rolong the mechanical life. " . @550 @650 100 580 @860 : 330 30
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. 4 Adopt high-rigidity and high-strength
tooth clutch, high positioning accuracy,
and have the function of selecting the
nearest tool to increase the processing efficiency.
Base Casting Tool Interference Chart
The one-piece base
casting structure is VLT-550 VLT-750
integrally formed End Face Tool Holder Outer Diameter Tool Inner Diameter Tool Holder End Face Tool Holder
with high rigidity
capability. 60

Q. .

—
H\I °*|—
5

The chip removal angle of
the base is increased to
effectively improve the
chip extraction.

The compact design of
the chip conveyor
efficiently removes the
chips with space saving.

The enlarged spindle
specifications
effectively increase
processing stability.

Heavy-Duty Hydrauli

The reliable hydraulic chucks
with foot switch to ensure the
safety of the machine operator and
the convenience of operation.
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VLT-550 3095 1965 3660
VLT-750 3320 2250 3990
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unit: mm
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MODEL | A | B | C | D | E| F| G| H
1100 3000 2850
1100 3255 2950



